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DETAILED ACTION 

1 . This is a non-Final Office Action in response to the applicant's communication filed on 
July 15, 2004. 

2. Claims 1-16 have been examined and are pending. 

Claim Rejections - 35 USC § 103 

3. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set forth in 
section 102 of this title, if the differences between the subject matter sought to be patented and the prior art are 
such that the subject matter as a whole would have been obvious at the time the invention was made to a person 
having ordinary skill in the art to which said subject matter pertains. Patentability shall not be negatived by the 
manner in which the invention was made. 

4. Claims 1-16 are rejected under 35 U.S.C. 103(a) as being unpatentable over Nishino et al. 
(US Pat. No.: 5,857,024) in view of Tan et al. (US Pub. No.: 2001/0045451). 

As per claim 1 : 

Nishino discloses an individually usable memory device, connectable to a host device, for 
performing mutual authentication between a server device and the memory device by use of a 
passcode, comprising 

an interface adapted to receive time information from said host device (column 3 : lines 

17-45; Figure 1: 32; I/O); 
a non-volatile memory for storing pass-information (column 3: lines 20-45; Figure 1: 30; 

38); and 
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a processing device which, in response to a request from said host device, generates said 
passcode from the pass-information in said non-volatile memory and a time 
information from said host device, and which transmits said passcode to said host 
device through said interface without sending said pass-information to said host 
device (column 5: lines 40-63; figure 3: 202-210). 

Nishino does not explicitly teach performing mutual authentication between a server 
device and the memory device and pass-information related said server device. Tan et al, in an 
analogous art, teaches teach performing mutual authentication between a server device and the 
memory device and pass-information related said server device (0008; 0021; the cardholder 12 
authenticates himself or herself to the smart card 10 using the cardholder's PIN, the card 10 
establishes a mutual authentication with an access server 14 using SSL protocol authentication). 
Therefore, it would have been obvious to a person in the art at the time the invention was made 
to modify the system disclosed by Nishino to include performing mutual authentication between 
a server device and the memory device and pass-information related said server device. This 
modification would have been obvious because a person having ordinary skill in the art, at the 
time the invention was made, would have been motivated to do to provide token based user 
access authentication that enables secure user access to a web server using, for example, a smart 
card and the token based user access authentication makes use of the token authentication 
process of the single sign-on mechanism, but does not employ a user name and password in the 
log on process as suggested by Tan et al. (in 0006-0008). 
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As per claim 2 

Nishino discloses the memory device, wherein the memory device is configured such that a 
success-time of the mutual authentication between said memory device and said server device 
via said host device is stored in said non-volatile memory, so that it is impossible to illegally 
alter the stored success-time afterwards, and whether or not the memory device may be used is 
controlled on the basis of said success-time that cannot be illegally altered (column 2: lines 50- 
65; a clock for counting time. Figure 4: 222-2228). 

As per claim 3 : 

Nishino discloses the memory device, wherein: 

said processing device includes a time examination unit for verifying the time 
information from said host device (Figure 4: 222-2228; column 7: lines 25-40); 

said time examination unit stores the time information when an initial time verification is 
successful (Figure 4: 222-2228; column 7: lines 25-40); and 

said processing device causes generation of said passcode to be failed when the time 
information from said host device is not later than the success time of said 
connection authentication, and causes generation of said passcode to be failed or 
said passcode to be deleted when the time information from said host device is 
later than an expiration date of said pass-information, so that the passcode to be 
transmitted to said host device may be limited to the predetermined number of 
bytes (Figure 4: 222-2228; column 7: lines 25-40; Figure 5:222-230; Column 7: 
lines 56-66). 
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As per claim 4: 

Tan discloses the memory device, wherein: said processing device encrypts license data that can 
be used for protection of a copy right after the mutual authentication with either said host device 
or said server device, stores the license date in said non-volatile memory, stores said pass- 
information in said non-volatile memory as license data, and with reading-out of the license data 
being prohibited afterwards, makes it possible to use the license data for the generation of said 
passcode (Figure 4: authentication; Certificate). 

As per claim 5: 

Tan discloses the memory device, wherein: said non-volatile memory holds license data with an 
expiration date; and said processing device compares the expiration date of said license data with 
said success-time when said license data is accessed, and stops the access to the license data with 
said expiration date or delete said license data when the expiration date is not later than said 
success time (Figure 4: authentication; Certificate). 

As per claim 6: 

Nishino discloses a single chip microcomputer that is mounted on an individually usable 
memory device, connectable to a host device, comprising: 

receiving means adapted for receiving a time information from said host device (column 
3: lines 17-45; Figure 1: 32; I/O); 
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reading-out means for reading out from a non-volatile memory in said memory device a 
pass-information (column 3: lines 20-45; Figure 1: 30; 38); 

generating means for generating said passcode on the basis of said pass-information and 
time information from said host device (column 5: lines 40-63; Figure 3: 208); 
and 

transmittance means for transmitting said passcode to said host device through an 
interface within said memory device without transmitting said pass-information to 
said host device (column 5: lines 40-63; Figure 3: 210). 

Nishino does not explicitly teach performing mutual authentication between a server 
device and the memory device and pass-information related said server device defined for each 
user for said memory device. Tan et al., in an analogous art, teaches teach performing mutual 
authentication between a server device and the memory device and pass-information related said 
server device defined for each user for said memory device (0008; 0021; the cardholder 12 
authenticates himself or herself to the smart card 10 using the cardholder's PIN, the card 10 
establishes a mutual authentication with an access server 14 using SSL protocol authentication). 
Therefore, it would have been obvious to a person in the art at the time the invention was made 
to modify the system disclosed by Nishino to include performing mutual authentication between 
a server device and the memory device and pass-information related said server device defined 
for each user for said memory device. This modification would have been obvious because a 
person having ordinary skill in the art, at the time the invention was made, would have been 
motivated to do to provide token based user access authentication that enables secure user access 
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to a web server using, for example, a smart card and the token based user access authentication 
makes use of the token authentication process of the single sign-on mechanism, but does not 
employ a user name and password in the log on process as suggested by Tan et al. (in 0006- 
0008). 

As per claim 7: 

Nishino discloses the memory device, wherein a success-time of the mutual authentication 
between said memory device and said server device via said host device is written into said non- 
volatile memory, said memory device is configured such that said success-time stored cannot be 
illegally altered afterwards, and whether or not the memory device can be used is controlled on 
the basis of said success-time that cannot be illegally altered (column 2: lines 50-65; a clock for 
counting time. Figure 4: 222-2228). 

As per claim 8: 

Nishino discloses a passcode generator, connectable to a first computer used by a user, 
comprising: 

an interface connected to said first computer (column 3: lines 17-45; Figure 1: 32; I/O); 

a memory for storing pass-information agreeing with pass-information stored in computer 
and a user ID of said user (column 3: lines 20-45; Figure 1 : 30; 40); 

a time examination unit for, time information being stored therein or in said memory, 
comparing time information from said first computer with the time information 
stored therein or in said memory when receiving the time information from said 
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first computer, and updating the time information stored therein or in said 
memory to the time information from said first computer when the time 
information from said first computer is later than the time information stored 
therein or in said memory (column 5: lines 40-63; Figure 1: 42; Figure 4: 222- 
228; Figure 5: 222-230); and 
a random number generator for generating said passcode on the basis of the pass- 
information in said memory and the time information stored therein or in said 
memory, and sending said passcode and said user ID to said first computer 
through said interface when the time information from said first computer is later 
than the time information stored therein or in said memory (Column 5: 45-65). 



Nishino does not explicitly teach performing mutual authentication between a second 
computer and the memory device and pass-information related said a second computer defined 
for each user for said memory device. Tan et al., in an analogous art, teaches teach performing 
mutual authentication between a second computer and the memory device and pass-information 
related said second computer defined for each user for said memory device (0008; 0021; the 
cardholder 12 authenticates himself or herself to the smart card 10 using the cardholder's PIN, 
the card 10 establishes a mutual authentication with an access server 14 using SSL protocol 
authentication). Therefore, it would have been obvious to a person in the art at the time the 
invention was made to modify the system disclosed by Nishino to include performing mutual 
authentication between a second computer and the memory device and pass-information related 
said second computer defined for each user for said memory device. This modification would 
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have been obvious because a person having ordinary skill in the art, at the time the invention was 
made, would have been motivated to do to provide token based user access authentication that 
enables secure user access to a web server using, for example, a smart card and the token based 
user access authentication makes use of the token authentication process of the single sign-on 
mechanism, but does not employ a user name and password in the log on process as suggested by 
Tan et al. (in 0006-0008). 

As per claim 9: 

Nishino discloses a passcode generator, wherein said random number generator sends error 
information in place of said passcode to said first computer through said interface when the time 
information from said first computer is not later than the time information stored therein or in 
said memory (Column 5: 45-65; column 2: lines 50-65; a clock for counting time. Figure 4: 222- 
2228). 

As per claim 10: 

Nishino discloses a passcode generator, wherein said memory stores a password; and 

said time examination unit, when the time information from said first computer is not 
later than the time information stored therein or in said memory, compares the 
password from said first computer with the password in said memory, and if the 
password from said first computer agrees with the password in said memory, 
updates the time information stored therein or in said memory to the time 
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information from said first computer (Column 5: 45-65; column 2: lines 50-65; a 
clock for counting time. Figure 4: 222-2228; Figure 5: 222-230). 

As per claim 1 1 : 

Nishino discloses a passcode generator, wherein said memory stores data with an expiration date 
therein; and said passcode generator includes a data supervising unit for verifying said expiration 
date using the time information stored therein or in said memory which were updated, when the 
time information from said first computer is later than the time information in said memory 
(Column 5: 45-65; Figure 1: 40; 36; 42; Figure 4: 222-2228; Figure 5: 222-230). 

As per claim 12: 

Nishino discloses a passcode generator, wherein, 

said memory stores encrypted content data therein (Figure 1 : 36, 40; Column 5: 45-65); 

said data with an expiration date is a license for decrypting said content data (Figure 3: 
204; 208; Column 5: 45-65); and 

said data supervising unit receives said data with an expiration date sent from said second 
computer through said first computer and said interface when said second 
computer is successful in user authentication using said passcode and stores said 
received data with an expiration date (Column 5: 45-65; Figure 1: 40; 36; 42; 
Figure 4: 222-2228; Figure 5: 222-230). 



As per claim 13: 
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Nishino discloses a passcode generator, wherein 

said memory stores a password therein; said data supervising unit makes said data with 
an expiration date invalid when the time information from said first computer is 
not later than the time information stored therein or in said memory, and makes 
said invalidated data with an expiration date valid when the password from said 
first computer is compared with the password in said memory and the password 
from said first computer agrees with the password in said memory (Column 5: 45- 
65; Figure 1: 40; 36; 42; Figure 4: 222-2228; Figure 5: 222-230). 

As per claim 14: 

Tan et al. discloses a passcode generator, wherein said password is a password given to a 
administrator different from said user (0026). 

As per claim 15: 

Nishino discloses a passcode generator, wherein 

said time examination unit stores the number of updates of time information stored 
therein or in said memory and sends error information in place of said passcode to 
said first computer through said interface when said number of updates exceeds a 
predetermined number of update times within a predetermined period of time 
(Column 5: 45-65; Figure 1: 40; 36; 42; Figure 4: 222-2228; Figure 5: 222-230). 



As per claim 16: 
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Nishino discloses a passcode generator, connectable to a first computer used by a user, which 
generates a passcode for authenticating the user with a second computer capable of 
communicating with said first computer, comprising: 

an interface connected to said first computer (column 3: lines 17-45; Figure 1: 32; I/O); 
a memory for storing pass-information agreeing with the pass-information stored in said 
second computer and a user ID of said user (column 3: lines 20-45; Figure 1: 30; 
40); 

a time examination unit for, time information stored therein or in said memory, sending 
the time information stored therein or in said memory to said first computer, 
receiving the time information in said first computer from said first computer 
when said first computer judges that the time information in said first computer is 
later than the time information stored therein or in said memory, and updating the 
time information stored therein or in said memory to the time information from 
said first computer (column 5: lines 40-63; Figure 1: 42; Figure 4: 222-228; 
Figure 5: 222-230); and 

a random number generator for generating said passcode on the basis of the pass- 
information in said memory and said time information and sending said passcode 
and said user ID to said first computer through said interface when the time 
information in said first computer is later than the time information stored therein 
or in said memory (Column 5: 45-65). 
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Nishino does not explicitly teach performing mutual authentication between a second 
computer and the memory device and pass-information related said a second computer defined 
for each user for said memory device. Tan et al., in an analogous art, teaches teach performing 
mutual authentication between a second computer and the memory device and pass-information 
related said second computer defined for each user for said memory device (0008; 0021; the 
cardholder 12 authenticates himself or herself to the smart card 10 using the cardholder's PIN, 
the card 10 establishes a mutual authentication with an access server 14 using SSL protocol 
authentication). Therefore, it would have been obvious to a person in the art at the time the 
invention was made to modify the system disclosed by Nishino to include performing mutual 
authentication between a second computer and the memory device and pass-information related 
said second computer defined for each user for said memory device. This modification would 
have been obvious because a person having ordinary skill in the art, at the time the invention was 
made, would have been motivated to do to provide token based user access authentication that 
enables secure user access to a web server using, for example, a smart card and the token based 
user access authentication makes use of the token authentication process of the single sign-on 
mechanism, but does not employ a user name and password in the log on process as suggested by 
Tan et al. (in 0006-0008). 

Conclusion 

5. The prior art made of record and not relied upon is considered pertinent to applicant's 
disclosure. See the notice of reference cited in form PTO-892 for additional prior art 
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and fax number is (571) 273-3784. The examiner can normally be reached on 9:00am - 6:00pm. 
If attempts to reach the examiner by telephone are unsuccessful, the examiner's supervisor, 
Emmanuel Moise can be reached on (571) 272-3865. The fax phone number for the organization 
where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 
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